


MCD 3-50
• Produces 11 cubic meters of 

high-quality concrete per hour

• 2.3 cubic meter capacity

• 0.9 cubic meter cement bin

• A polycarbonate cement bin view 
window allows you to monitor level 
of remaining cement

• 2.1 meter long, 20.3cm diameter 
continuous mixer with Ni-Hard
wear blades

• A marketing assistance package 
available for your retail business

MCD 5-100
• Hourly production rate of 23 cubic meters 

of high-quality concrete

• Properly sized vibrators assures even flow 
of materials

• 46cm wide vanner edge aggregate conveyor

• 2.7m long, 23cm continuous mixer 
with exclusive Cemen Tech homogenizing 
mix sections

• Easy-to-open mixer boot top for quick and easy
wash out

• A proprietary 985 liter polyethylene water tank,
no rust, no cracking

Concrete
Dispensers are used in over 
40 countries worldwide.



MCD 8-100
MCD 10-100

• Produces 23 cubic meters 
of high-quality concrete 
per hour

• Available in 6.1 and 7.6 cubic
meter capacities

• Twin hook mixer lock system
for safe and quick road
transport

• 2.4 cubic meter cement bin

• Water pressure of 6327 g/cm
for easy washout

• 46cm wide vanner edge
aggregate conveyor

• 3 section hydraulic pump
allows you to continuously
run without over heating

MCD 6-100
• 23 cubic meters of concrete

produced per hour

• 1.4 cubic meter cement bin 
with dual auger feed system

• 4.6 cubic meter capacity

• Automatic oiler for aggregate
conveyor system

• Power swivel available for 
quick and easy placement 
of concrete

• Complete set of manuals 
and training videos to 
help you get started 
(factory assistance is 
always available if needed)

Fresh Concrete, No Waiting, No Waste



MCD 8-130
MCD 10-130

• 34 cubic meters of high-quality concrete
produced per hour

• Full length aggregate bin guides to protect chain
and sprockets

• Exclusive 1629 liter polyethylene water tank,
baffled for safety

• 27m long, 30.5cm continuous mixer

• Heavy-duty rack and pinion gate control

MCD 8-150
MCD 10-150
• Provides 46 cubic meters of high-quality

concrete per hour (a yard a minute!)

• Available in 6.1 and 7.6 cubic meter
capacities

• Conveniently located operator station –
angled for safety and ease of operation

• 61cm wide vanner edge aggregate
conveyor

• 27m long, 30.5cm continuous mixer

• Properly sized mixer throat allows you to
achieve full production capacity

MCD 10-200
• Produces 68.4 cubic meters of 

high-quality concrete per hour

• Available in 6.1 and 7.6 cubic meter
capacities

• 2.8 cubic meter cement bin

• Heavy-duty military style tie downs

• 2.7m long, 40.6cm continuous mixer

• Easy-to-read resettable counter
showing amount of concrete produced

Accuracy Every Time



MCD 2-50T
• Yields 11.4 cubic meters of 

high-quality concrete per hour

• 1.5 cubic meter capacity

• Mounts on tandem trailer with
electric brakes

• Completely self-contained 
unit with air compressor and 
water system

• Available with gas or diesel 
engine

MCD 10-150T
• 45.6 cubic meters of high-quality concrete

produced per hour

• 7.6 cubic meter capacity

• Available with 5th wheel tandem or tri-axle
trailers

• 61cm wide vanner edge aggregate conveyor

• Pneumatic cement fill for on-site use or
continuous operation

Trailer Mounted Units

Hook Lift
MCD 3-50HL

• Yields 9.1 to 23 cubic meters of 
high-quality concrete per hour

• 2.3 to 4.7 cubic meter capacity

• Mounted on hook lift rack

• Easily rolls on and off chassis

• Ideal for seasonal concrete work

• Larger capacities available



Quality Worth Talking About

PRECISE CEMENT 
DELIVERY

Each cement bin is 
equipped with the 
exclusive Cemen Tech 
Dual Auger Feed System.
Provides exact mix design 
to your customer’s
specifications.

CEMENT BIN

3.2 cubic meter weather 
tight cement bin, with 
view windows. Includes
dust reducing transfer
auger.

LOCK AND
CYLINDER

Twin-hook mixer 
lock system and 
hydraulic hoist 
provide safe
storage and 
rapid deployment 
of mixer.

FULL-LENGTH
AGGREGATE
TROUGH

Provides a square and even
strike-off of all aggregate. 
Gives the most accurate mix
design proportioning possible.

POLYETHYLENE
WATER TANK

Capacity of 1932 liters provides
enough water to produce various
slump mix designs, with plenty 
of water remaining for wash out.
Provides years of trouble-free
service (no rusting or cracking).

WEIGHT
DISTRIBUTION

The best weight distribution 
in the industry means balanced
and safe loads. No surprises 
at the weigh scales!

CEMEN TECH INCORPORATES TIME TESTED DESIGNS UPDATED 
WITH THE LATEST TECHNICAL ENGINEERING FOR THE FUTURE.
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2 3 MAXLE

Hydraulically
powered 5400kg
trailing axle.
Increases legal 
load capacity up 
to an additional 
1.9 cubic meters.
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CONTINUOUS
MIXER

Our mixer is equipped with 
Ni-Hard wear blades and a 
non-adjustable auger boot.
Provides homogeneous mixes
that will meet your customer’s
specifications.

HYDRAULIC 
SYSTEM

Properly-sized hydraulic 
motors and drives operate
continuously and efficiently,
without overheating.

HEAVY-DUTY
ROLLER CHAIN

Engineering-class roller chain
with 3.2cm angle-iron supports.
A vanner edge aggregate
conveyor belt protects the chain
from aggregate, ensures an 
accurate mix every time, 
and provides years of 
low-maintenance, 
trouble-free use.

Exclusive 
Features

MAXLE

If you, the investor, were 
to carry an additional 1.9
cubic meters of material 
in your Mobile Concrete
Dispenser per day, your
profit from the extra
material carried would 
pay for the “Maxle” in 
less than 9 months.

ACCU-PRINTER

This user-friendly system
will record and recall for
print all the materials used
in making concrete. At the
end of the pour, a ticket
can be printed to give the
customer.

FIBER CHOPPER

This patented system cuts,
proportions and dispenses
fiber into the concrete 
mix per specifications to
provide a better mix and
finished product.
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