


Technical information Combiflex 450
Engine

Effect 1,5 kw

Power 8,7 A

Voltage 230 V 1-fas

r/min 1430/min

Frequency 50 Hz

Weight

Grind unit 60 kg

Handle 20 kg

Grinding facts

Grinding width 45 cm

Diameter grinding plate 15 cm

Grinding pressure (segment) 1,56 kg/cm2

RPM grinding plate 950/min

Remaining

CE-marked

Fields of application

Small to medium surfaces and spaces 

1. Move the handle to the attachment.

2. Fasten the handle with the screws.

3. Connect the power cable.

Scan Combiflex 45 goes in to the car without any problems. The machine 
weights only 60 kg and the removable handle makes it extra easy to handle. 

The four grinding discs work 
with double efficiency and 
give a first-class grinding 
result

The Scan Combiflex 45 is the obvious choice for grinding concrete and 
stone surfaces. Three grinding disks rotating on a larger disc in the  
opposite direction, combined with the capability to grind at high disk 
speed and heavier machine weight.

This provides the user with a very effective and strong machine for 
grinding concrete and stone surfaces, but the main benefit is seen when 
cleaning up and removing paint, coatings and contaminants from floor 
surfaces.

The Scan Combiflex 45 is made entirely of steel without any fragile  
plastic parts. The design, featuring very robust vulcanised disc  
carriers, reduces vibration and enables the machine to follow  
irregularities on floor surfaces. This design gives high operational  
reliability, without standstills or maintenance.

The Scan Combiflex 45 is the optimal machine for grinding concrete, 
stone and terrazzo. The machine is very effective in removing paint, 
carpet glues, coatings, putties, etc. For the Scan Combiflex 45, there is a 
wide range of grinding units, removal units and sand papers for varying 
surfaces and conditions.

Speed control.
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