


 
 

 
 

Technical Data Scan Combiflex 700 RC 
Motor:
Output:                           7,5 kw
Current: 16A 400V 3Fas

Voltage: 400V
Frequency: 50 Hz
Weight: 430kg

Grinding facts:
Grinding diameter: 700 mm
Diameter, grinding disk: 3x240 mm
RPM/Min: 300-900/Min
Control voltage 24V
Batteries operation/Transport:Lead
Batteries Radio Li-Ion
Radio frequency 433-434
Water tank Optional

We recommend the Scandust T7500 Dust Separator 

Our new model is a robust, stable machine made 
of steel for grinding large areas. 
Our unique operating system with automatic 
control via a joystick gives the machine an even 
grinding speed. This reduces the cost of the 
grinding units, maintenance costs are reduced 
and the machine has a longer life.  

We have a patented, radio controlled operating 
system for stable, even grinding. Radio control 
allows the operator to concentrate on emptying 
the dust separator and managing cables while 
the machine is working.  

Our battery operation with charger is another 
advantage, making it easy to load and unload the 
machine during transport. 
We have also designed the operating system and 
radio control ergonomically to avoid the operator 
being subjected to vibrations and load injury.  

Easy-to-use panel. Radio control.   Control panel.  
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