CHANGING THEINDUSTRY

ng Concrete
Delivery Lines!

Are your men tired of dragging
concrete delivery lines on those 5
hour, 300 yard pours? Help is here

in the form of a pair of new machines
called the Line Dragon.

Powered by 12 horsepower gasoline
engines, the Line Dragon will run
over rebar grid, radiant heat lines,
nelson studs, floor decking or other
prepared surfaces. Weighing in at
about 1,000 pounds means less
weight per square inch of footprint
than most manual laborers.

The placer drags end of delivery line
and places concrete while dragger
is hooked 20 feet back carrying
excess line and keeping it out of the
pouring area.

Our machine moves forward, backward,
left, right or oblique. Placing boom
swings 360° making almost all areas
accessible to the placer. Machine is
remote-controlled and can easily be
operated from a safe distance.

A Must-Have for Serious
Concrete Contractors
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Line Dragon - Concrete Placer Line Dragon - Line Dragger

Line Dragon is radio-controlled with fully hydrostatic
controls for easy operation at a safe distance.
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draglines like never before!

Box 5, Femvagsskalet 3,421 21 V. Frélunda, Sweden
Tfn. +46-31-69-49-10. Fax +46-31-29-88-76
info@alleneurope.com www.concretefloor.com



